
Square Dichroic PendantsSquare Dichroic Pendants

Materials:
- LF61 Holey Square
- COE96 Glass (See Right)
- Suitable Glass Separator/ZYP
- Frit Placement Supplies
- Glass Cutting Tools
- Mosaic Nipper

Suggested Glass:
- Frits:
    - F2 Fine Black 
    - F3 Medium Clear
- Sheet Glass:
    - Various Dichroic Patterns 
      (Both on Clear and on Black)

Treat the mold thoroughly with suitable glass separator before beginning, paying special 
attention to the post. We recommend spray-on ZYP for best results. 

If using a spray-on separator, be sure to wear a mask during application.

Once the separator is 
dry, begin by adding a 
layer of F2 Black to the 
bottom of the mold. If 
using fill weights, this 
layer is about 4 grams 

of frit.

Cut various types of Dichroic glass 
into 1/4” wide strips, then use a 

mosaic nipper to nip them into smaller 
segments. Remember what is facing 
up in the mold will be what is facing 
the final viewer, so place any 
Dichroic on Clear pieces with 

the glass side facing up and any 
Dichroic on Black pieces with 

the Dichroic coating facing up.
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Arrange the Dichroic pieces in the 
mold as desired (Image 3).

Fill the remainder with F3 Clear. 
If using fill weights, the mold should be 
holding approximately 18 grams of glass 

in total once full (Image 4).
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Sweep the frit away from 
the post and mold edges to 
help avoid burrs and sharp 
edges. Transfer the mold to 
a level shelf in the kiln and 
fire using the suggested 

schedule in Table 1 or your 
own preferred full fuse.
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Seg. Rate Temp (°C) Hold

1 153 649 30

2 28 693 10

3 167 796 05

4 Full 510** 60
**If using COE90, adjust this to 482°C

*Before firing, it’s important to know 
your kiln to see if you need to adjust our 

suggested schedules for your use. For tips 
on how to do that, please click here for

our Important Firing Notes!

Molds with posts can sometimes be a bit 
tricky to work with, especially when it comes 
to de-molding the fused glass. For a short list 

of additional tips, please click here.
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Approx. 
Conversion:

1/4” ≈ 0.64 cm

https://www.creativeparadiseglass.com/product-p/lf61.htm
https://www.creativeparadiseglass.com/v/vspfiles/CelsiusConversions/FiringNotes_Celsius.pdf
https://www.creativeparadiseglass.com/v/vspfiles/CelsiusConversions/FiringNotes_Celsius.pdf
https://www.creativeparadiseglass.com/v/vspfiles/PDFResources/HoleyInfo.pdf
http://www.creativeparadiseglass.com/

